
101"#" Articles marked with this sign will phase out . "*" New

		  Order no.   	 Packing 
				           unit

		  Order no.   	 Packing 
				           unit

BERKER S.1

for vertical mounting

For push-button 4gang order no. 7516 43 80 
For push-button 4gang comfort order no. 7516 47 80 
For light scene push-button 8gang  
order no. 7516 88 80 
For push-button 3gang with RTR  
order no. 7566 37 80 
For push-button 5gang with RTR  
order no. 7566 57 80

Not suitable for surface-mounted housing.

1309 89 89polar white, glossy 10

on page  T65

Frame with large cut-out

1309 99 09polar white, matt 10

Surface-mounted housings

Built-on installation housings

with cable and duct entry

For suitable tube-entries and replacement for cable 
and duct entries refer to the dry surface-mounted 
range.  

Flush-mounted devices can be used with the surface-
mounted housings for surface-mounted installation.

Installation depth 37 mm

1041 89 82white, glossy 10

Surface-mounted housing 1gang

1041 89 89polar white, glossy 10
1041 99 09polar white, matt 10

entry at top and bottom possible
suitable for mounting on flammable base surface

with cable and duct entry

For suitable tube-entries and replacement for cable 
and duct entries refer to the dry surface-mounted 
range.  

Flush-mounted devices can be used with the surface-
mounted housings for surface-mounted installation.

Installation depth 37 mm

1042 89 82white, glossy 5

Surface-mounted housing 2gang

1042 89 89polar white, glossy 5
1042 99 09polar white, matt 5

entry at top, bottom and at each side in the middle 
possible
for vertical and horizontal mounting
suitable for mounting on flammable base surface

with cable and duct entry

For suitable tube-entries and replacement for cable 
and duct entries refer to the dry surface-mounted 
range.  

Flush-mounted devices can be used with the surface-
mounted housings for surface-mounted installation.

Installation depth 37 mm

1043 89 82white, glossy 5

Surface-mounted housing 3gang

1043 89 89polar white, glossy 5
1043 99 09polar white, matt 5

entry at top, bottom and at each side in the middle 
possible
for vertical and horizontal mounting
suitable for mounting on flammable base surface

Socket outlets

SCHUKO-socket outlets

with plug-in terminals

Connection terminals IEC 60884-1

16 A, 250 V~

4742 89 82white, glossy 10

on page  T6

SCHUKO socket outlet with cover plate

4742 89 89polar white, glossy 10
4742 99 09polar white, matt 10
4722 89 82white, glossy, enhanced 

contact protection  
IEC 60884-1

10

4722 89 89polar white, glossy, 
enhanced contact 
protection IEC 60884-1

10

4722 99 09polar white, matt, 
enhanced contact 
protection IEC 60884-1

10

Combination switch/socket outlet

for vertical mounting

For fitting in standard wall boxes according to  
DIN 49073-1 
Connection terminals IEC 60884-1

16 A, 250 V~ 
Switching current 10 A

61 4356 89 42white, glossy 10

SCHUKO socket outlet with rocker switch and 
cover plate

61 4356 89 49polar white, glossy 10
61 4356 19 49polar white, matt 10

with change-over switch
without spreader claws
with screw terminals
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		  Order no.   	 Packing 
				           unit

		  Order no.   	 Packing 
				           unit

BERKER S.1

for vertical mounting

For fitting in standard wall boxes according to  
DIN 49073-1 
Connection terminals IEC 60884-1

16 A, 250 V~ 
Switching current 10 A

61 4355 89 42white, glossy 10

SCHUKO socket outlet with rockers switch 
and cover plate

61 4355 89 49polar white, glossy 10
61 4355 19 49polar white, matt 10

with series switch
without spreader claws
with screw terminals

SCHUKO-socket outlets

with plug-in terminals

For fitting in 1gang wall boxes according to DIN 
49073-1 
Connection terminals IEC 60884-1

61 4754 89 82, 61 4754 89 89 and 61 4754 99 09 for 
the Netherlands!

16 A, 250 V~

4754 89 82white, glossy 10

on page  T6

Double SCHUKO socket outlet with cover 
plate

4754 89 89polar white, glossy 10
4754 99 09polar white, matt 10
61 4754 89 82white, glossy, without 

spreader claws
10

61 4754 89 89polar white, glossy, 
without spreader claws

10

61 4754 99 09polar white, matt, without 
spreader claws

10

4729 89 82white, glossy, enhanced 
contact protection  
IEC 60884-1

10

4729 89 89polar white, glossy, 
enhanced contact 
protection IEC 60884-1

10

4729 99 09polar white, matt, 
enhanced contact 
protection IEC 60884-1

10

flat design for Attema and Haf wall boxes

Connection terminals IEC 60884-1

Suitable for Attema (UK40 and PVK40) and Haf 
(H150) wall boxes.

16 A, 250 V~

61 4730 89 82white, glossy 10

Double SCHUKO socket outlet flat with cover 
plate

61 4730 89 89polar white, glossy 10
61 4730 99 09polar white, matt 10

without spreader claws
with plug-in terminals

SCHUKO-socket outlets for cable ducts

without spreader claws

Connection terminals IEC 60884-1

For installation in cable duct mounting boxes and in 
standard commercially available 2gang hollow wall 
boxes, also in 2gang flush-mounted boxes.

16 A, 250 V~

4720 89 82white, glossy 5

on page  T6

SCHUKO socket outlet combination 2gang 
with frame

4720 89 89polar white, glossy 5
4720 99 09polar white, matt 5

2 x 1gang, wired-through
with plug-in terminals

without mounting box

Connection terminals IEC 60884-1

For installation in cable duct mounting boxes and in 
standard commercially available 2gang hollow wall 
boxes, also in 2gang flush-mounted boxes.

16 A, 250 V~ 
Pre-assembled cables approx. 1 m;  
Conductor cross-section 2,5 mm²;  
Installation time approx. 2 min.

4766 19 09polar white, matt 5

3gang SCHUKO socket outlet with cover plate

common base, connected-through
through-wiring possible
without spreader claws
with plug-in terminals

Combination switch/socket outlet

socket outlet 2pole

For fitting in standard wall boxes according to  
DIN 49073-1 
Connection terminals IEC 60884-1

16 A, 250 V~ 
Switching current 10 A;  
Mirror depth 6 mm

61 4366 89 82white, glossy 10

Socket outlet without earth contact with 
rocker switch and cover plate

61 4366 89 89polar white, glossy 10

for vertical mounting
with change-over switch
without spreader claws
with screw terminals
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		  Order no.   	 Packing 
				           unit

		  Order no.   	 Packing 
				           unit

BERKER S.1

socket outlet 2pole

For fitting in standard wall boxes according to  
DIN 49073-1 
Connection terminals IEC 60884-1

16 A, 250 V~ 
Switching current 10 A;  
Mirror depth 6 mm

61 4365 89 82white, glossy 10

Socket outlet without earth contact with 
rockers switch and cover plate

61 4365 89 89polar white, glossy 10

for vertical mounting
with series switch
without spreader claws
with screw terminals

Socket outlets without earth contact

2pole

For fitting in standard wall boxes according to  
DIN 49073-1 
Connection terminals IEC 60884-1

16 A, 250 V~ 
Mirror depth 5,8 mm

61 6754 89 82white, glossy 10

Double socket outlet without earth contact 
with cover plate

61 6754 89 89polar white, glossy 10
61 6754 99 09polar white, matt 10

without spreader claws
with plug-in terminals

British Standard socket outlets

2pole + earth

For installation into wall boxes according to BS 4662

Equates to standard BS 1363: Part 2.  

For Asia!

13 A, 250 V~ 
Bolt spacing 60,3 mm;  
Dimensions (L x W) 87 x 87 mm

6391 99 09polar white, matt, with 
enhanced contact 
protection

10

Socket outlet with earth contact, British 
Standard 2pole switchable with cover plate

rocker with switch position indicator
hidden screw fastening via supporting plate in 
flush-mounted box 1gang
with screw terminals

2pole + earth

For installation into wall boxes according to BS 4662

Equates to standard BS 1363: Part 2.  

For Asia!

13 A, 250 V~ 
Bolt spacing 120,6 mm;  
Dimensions (L x W) 87 x 147 mm

6392 99 09polar white, matt, with 
enhanced contact 
protection

10

2gang socket outlet with earth contact, British 
Standard 2pole switchable with cover plate

rockers with switch position indicator
hidden screw fastening via supporting plate in 
flush-mounted box 2gang
with screw terminals

Rotary dimmers

For rotary dimmer order no. 2819 .., 2830 10, 2860 10, 
2875, 2885 
For universal rotary dimmer order no. 2861 10 
For universal rotary dimmer extension unit  
order no. 2862 10 
For rotary dimmer LV order no. 2866 10, 2873 
For Tronic rotary dimmer order no. 2867 10, 2874 
For rotary potentiometer 1-10 V order no. 2891 10 
For push-button rotary potentiometer 1-10 V  
order no. 2896 10 
For rotary potentiometer DALI order no. 2897

Axial dimension diameter 4 mm

1130 89 82white, glossy 10

Cover plate with setting knob for rotary 
dimmer

1130 89 89polar white, glossy 10
1130 99 09polar white, matt 10

with rotary on/off switch

1 7 G J

Cover plate order no. 1130 .. 
Centre plate order no. 1134 .., 1135 .., 1137 ..

230 V~, 50 Hz 
230 V incandescent and halogen lamps 60 - 400 W;  
LV power boosters built-in max. 10;  
Axial dimension diameter 4 mm

2819 89 82white, glossy 1

on page  T9

Rotary dimmer with cover plate and setting 
knob S.1

2819 89 89polar white, glossy 1
2819 99 09polar white, matt 1

bulb-preserving soft startup
short-circuit and overload proof (fine-wire fuse)
phase cut-on
with screw terminals
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Surfaces 

Frames

Plastic, matt 

polar white			   similar to RAL 9010 

lacquered aluminium	 similar to RAL 9006 

anthracite			   similar to RAL 7021

Frame decoration

Plastic, matt 

polar white			   similar to RAL 9010 

anthracite			   similar to RAL 7021 

lacquered aluminium  	 similar to RAL 9006

 
Covers/centre inserts

Plastic, matt 

polar white			   similar to RAL 9010 

lacquered aluminium	 similar to RAL 9006 

anthracite			   similar to RAL 7021 

Centre plates

Plastic, matt lacquered 

polar white		  similar to RAL 9010 

aluminium 		  similar to RAL 9006 

anthracite		  similar to RAL 7021 
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Berker B.1� Surface range

Flush-mounted system

 

The inspired symbiosis of form and colour of the Berker B.1 allows  

you to create the perfect atmosphere in your rooms. The soft colours and  

first-rate technology are everything you could wish for.

	

	 ■ The successful symbiosis of form and colour.

	 ■ �Reduced stockholding due to use of matt rockers and centre inserts from 

the S.1, B.1, B.3, B.7 GLAS ranges.

	

Berker B.1 Rockers and centre iserts	 116-155
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		  Order no.   	 Packing 
				           unit

		  Order no.   	 Packing 
				           unit

BERKER B.1

Frames

1011 19 09polar white, matt, 1gang 10

on page  T65

Frame

1012 19 09polar white, matt,  
2gang vertical

10

1013 19 09polar white, matt,  
3gang vertical

10

1014 19 09polar white, matt,  
4gang vertical

2

1015 19 09polar white, matt,  
5gang vertical

2

1022 19 09polar white, matt,  
2gang horizontal

10

1023 19 09polar white, matt,  
3gang horizontal

10

1024 19 09polar white, matt,  
4gang horizontal

2

1025 19 09polar white, matt,  
5gang horizontal

2

1011 16 06anthracite, matt, 1gang 10

on page  T65

Frame

1012 16 06anthracite, matt,  
2gang vertical

10

1013 16 06anthracite, matt,  
3gang vertical

10

1014 16 06anthracite, matt,  
4gang vertical

2

1015 16 06anthracite, matt,  
5gang vertical

2

1022 16 06anthracite, matt,  
2gang horizontal

10

1023 16 06anthracite, matt,  
3gang horizontal

10

1024 16 06anthracite, matt,  
4gang horizontal

2

1025 16 06anthracite, matt,  
5gang horizontal

2

1011 14 04aluminium, matt, 1gang 10

on page  T65

Frame

1012 14 04aluminium, matt,  
2gang vertical

10

1013 14 04aluminium, matt,  
3gang vertical

10

1014 14 04aluminium, matt,  
4gang vertical

2

1015 14 04aluminium, matt,  
5gang vertical

2

1022 14 04aluminium, matt,  
2gang horizontal

10

1023 14 04aluminium, matt,  
3gang horizontal

10

1024 14 04aluminium, matt,  
4gang horizontal

2

1025 14 04aluminium, matt,  
5gang horizontal

2

Frame with large cut-out

for vertical mounting

For push-button 4gang order no. 7516 43 80 
For push-button 4gang comfort order no. 7516 47 80 
For light scene push-button 8gang  
order no. 7516 88 80 
For push-button 3gang with RTR  
order no. 7566 37 80 
For push-button 5gang with RTR  
order no. 7566 57 80

Not suitable for surface-mounted housing.

1309 19 09polar white, matt 1

on page  T65

Frame with large cut-out

for vertical mounting

For push-button 4gang order no. 7516 43 85 
For push-button 4gang comfort order no. 7516 47 85 
For light scene push-button 8gang  
order no. 7516 88 85 
For push-button 3gang with RTR  
order no. 7566 37 85 
For push-button 5gang with RTR  
order no. 7566 57 85

Not suitable for surface-mounted housing.

1309 16 06anthracite, matt 1

on page  T65

Frame with large cut-out

for vertical mounting

For push-button 4gang order no. 7516 43 85 
For push-button 4gang comfort order no. 7516 47 85 
For light scene push-button 8gang  
order no. 7516 88 85 
For push-button 3gang with RTR  
order no. 7566 37 85 
For push-button 5gang with RTR  
order no. 7566 57 85

Not suitable for surface-mounted housing.
1309 14 04aluminium, matt 1

on page  T65

Frame with large cut-out

Surface-mounted housings

Built-on installation housings

with cable and duct entry

For suitable tube-entries and replacement for cable 
and duct entries refer to the dry surface-mounted 
range.  

Flush-mounted devices can be used with the surface-
mounted housings for surface-mounted installation.

Installation depth 37 mm

1041 19 09polar white, matt 10

Surface-mounted housing 1gang

1041 16 06anthracite, matt 10
1041 14 04aluminium, matt 10

entry at top and bottom possible
suitable for mounting on flammable base surface
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		  Order no.   	 Packing 
				           unit

		  Order no.   	 Packing 
				           unit

BERKER B.1

with cable and duct entry

For suitable tube-entries and replacement for cable 
and duct entries refer to the dry surface-mounted 
range.  

With B.3 also suitable for horizontal mounting!  

Flush-mounted devices can be used with the surface-
mounted housings for surface-mounted installation.

Installation depth 37 mm

1042 19 09polar white, matt 5

Surface-mounted housing 2gang

1042 16 06anthracite, matt 5
1042 14 04aluminium, matt 5

entry at top, bottom and at each side in the middle 
possible
for vertical mounting
suitable for mounting on flammable base surface

with cable and duct entry

For suitable tube-entries and replacement for cable 
and duct entries refer to the dry surface-mounted 
range.  

With B.3 also suitable for horizontal mounting!  

Flush-mounted devices can be used with the surface-
mounted housings for surface-mounted installation.

Installation depth 37 mm

1043 19 09polar white, matt 5

Surface-mounted housing 3gang

1043 16 06anthracite, matt 5
1043 14 04aluminium, matt 5

entry at top, bottom and at each side in the middle 
possible
for vertical mounting
suitable for mounting on flammable base surface

with cable and duct entry

For suitable tube-entries and replacement for cable 
and duct entries refer to the dry surface-mounted 
range.  

Not suitable for B.3!  

Flush-mounted devices can be used with the surface-
mounted housings for surface-mounted installation.

Installation depth 37 mm

1052 19 09polar white, matt 5

Surface-mounted housing 2gang

1052 16 06anthracite, matt 5
1052 14 04aluminium, matt 5

entry at top, bottom and at each side in the middle 
possible
for horizontal mounting
suitable for mounting on flammable base surface

with cable and duct entry

For suitable tube-entries and replacement for cable 
and duct entries refer to the dry surface-mounted 
range.  

Not suitable for B.3!  

Flush-mounted devices can be used with the surface-
mounted housings for surface-mounted installation.

Installation depth 37 mm

1053 19 09polar white, matt 5

Surface-mounted housing 3gang

1053 16 06anthracite, matt 5
1053 14 04aluminium, matt 5

entry at top, bottom and at each side in the middle 
possible
for horizontal mounting
suitable for mounting on flammable base surface

Socket outlets

SCHUKO-socket outlets

with plug-in terminals

For fitting in 1gang wall boxes according to  
DIN 49073-1 
Connection terminals IEC 60884-1

16 A, 250 V~

4754 19 09polar white, matt 10

on page  T6

Double SCHUKO socket outlet with frame

4754 16 06anthracite, matt 10
4754 14 04aluminium, matt 10
4729 19 09polar white, matt, 

enhanced contact 
protection IEC 60884-1

10

4729 16 06anthracite, matt, 
enhanced contact 
protection IEC 60884-1

10

4729 14 04aluminium, matt, 
enhanced contact 
protection IEC 60884-1

10

4729 16 04aluminium/anthracite, 
matt, enhanced contact 
protection IEC 60884-1 
(design similar to B.3)

10

with screw terminals

For fitting in 1gang wall boxes according to  
DIN 49073-1 
Connection terminals IEC 60884-1

16 A, 250 V~

4150 19 09polar white, matt 10

on page  T6

Double SCHUKO socket outlet with frame

4150 16 06anthracite, matt 10
4150 14 04aluminium, matt 10

Socket outlets without earth contact

2pole

For fitting in standard wall boxes according to  
DIN 49073-1 
Connection terminals IEC 60884-1

16 A, 250 V~ 
Mirror depth 5,8 mm

61 6754 19 09polar white, matt 10

Double socket outlet without earth contact 
with frame

61 6754 16 06anthracite, matt 10
61 6754 14 04aluminium, matt 10

without spreader claws
with plug-in terminals
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Surfaces
 
Frames 

Metal, aluminium, natural anodised 

gold, anodised 

Plastic, matt

aluminium/anthracite

anthracite     similar to RAL 7021

aluminium/polar white

polar white     similar to RAL 9010

gold/polar white

polarwhite      similar to RAL 9010

Covers/centre inserts

Plastic, matt 

 

anthracite	 similar to RAL 7021 

polar white	 similar to RAL 9010 

 

Plastic, glossy 

 

polar white	 similar to RAL 9010 

Centre plates

Plastic, matt lacquered 

 

anthracite	 similar to RAL 7021 

polar white	 similar to RAL 9010

 

 

Plastic, glossy 

 

polar white	 similar to RAL 9010 
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Berker B.3� Surface range

Flush-mounted system

 

The gentle gleam of the metal and the clear lines of the Berker B.3  

 in real aluminium are truly impressive. The pure brilliance of the design  

lends your room a timeless elegance. 

	  

	 �■ Incisive design with high-quality aluminium frame.

	 ■ �Integrates perfectly into any modern interior design style – whether  

in the home or office

	 	■ Available surface combinations: aluminium/anthracite,  

		    aluminium/polar white and gold/polar white		    

	

Berker B.3 Rockers and centre iserts	 116-155	
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		  Order no.   	 Packing 
				           unit

		  Order no.   	 Packing 
				           unit

BERKER B.3

Frames

for vertical and horizontal mounting

1011 39 04aluminium/polar white, 
1gang

10

on page  T65

Frame

1012 39 04aluminium/polar white, 
2gang

10

1013 39 04aluminium/polar white, 
3gang

10

1014 39 04aluminium/polar white, 
4gang

2

1015 39 04aluminium/polar white, 
5gang

2

metal, aluminum profile

for vertical and horizontal mounting

1011 30 04aluminium/anthracite, 
1gang

10

on page  T65

Frame

1012 30 04aluminium/anthracite, 
2gang

10

1013 30 04aluminium/anthracite, 
3gang

10

1014 30 04aluminium/anthracite, 
4gang

2

1015 30 04aluminium/anthracite, 
5gang

2

metal, aluminum profile

for vertical and horizontal mounting

1011 30 46gold, metal/polar white, 
1gang

10

on page  T66

Frame

1012 30 46gold, metal/polar white, 
2gang

10

1013 30 46gold, metal/polar white, 
3gang

10

1014 30 46gold, metal/polar white, 
4gang

2

1015 30 46gold, metal/polar white, 
5gang

2

metal, aluminum profile anodized

Frame with large cut-out

for vertical mounting

For push-button 4gang order no. 7516 43 80 
For push-button 4gang comfort order no. 7516 47 80 
For light scene push-button 8gang  
order no. 7516 88 80 
For push-button 3gang with RTR  
order no. 7566 37 80 
For push-button 5gang with RTR  
order no. 7566 57 80

Not suitable for surface-mounted housing.

1309 39 04aluminium/polar white 1

on page  T65

Frame with large cut-out

for vertical mounting

For push-button 4gang order no. 7516 43 85 
For push-button 4gang comfort order no. 7516 47 85 
For light scene push-button 8gang  
order no. 7516 88 85 
For push-button 3gang with RTR  
order no. 7566 37 85 
For push-button 5gang with RTR  
order no. 7566 57 85

Not suitable for surface-mounted housing.

1309 30 04aluminium/anthracite 1

on page  T65

Frame with large cut-out

for vertical mounting

For push-button 4gang order no. 7516 43 80 
For push-button 4gang comfort order no. 7516 47 80 
For light scene push-button 8gang  
order no. 7516 88 80 
For push-button 3gang with RTR  
order no. 7566 37 80 
For push-button 5gang with RTR  
order no. 7566 57 80

Not suitable for surface-mounted housing.

1309 30 46gold, metal/polar white 1

on page  T66

Frame with large cut-out

Surface-mounted housings

Built-on installation housings

with cable and duct entry

For suitable tube-entries and replacement for cable 
and duct entries refer to the dry surface-mounted 
range.  

Flush-mounted devices can be used with the surface-
mounted housings for surface-mounted installation.

Installation depth 37 mm

1041 19 09polar white, matt 10

Surface-mounted housing 1gang

1041 16 06anthracite, matt 10

entry at top and bottom possible
suitable for mounting on flammable base surface
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		  Order no.   	 Packing 
				           unit

		  Order no.   	 Packing 
				           unit

BERKER B.3

with cable and duct entry

For suitable tube-entries and replacement for cable 
and duct entries refer to the dry surface-mounted 
range.  

With B.3 also suitable for horizontal mounting!  

Flush-mounted devices can be used with the surface-
mounted housings for surface-mounted installation.

Installation depth 37 mm

1042 19 09polar white, matt 5

Surface-mounted housing 2gang

1042 16 06anthracite, matt 5

entry at top, bottom and at each side in the middle 
possible
for vertical mounting
suitable for mounting on flammable base surface

with cable and duct entry

For suitable tube-entries and replacement for cable 
and duct entries refer to the dry surface-mounted 
range.  

With B.3 also suitable for horizontal mounting!  

Flush-mounted devices can be used with the surface-
mounted housings for surface-mounted installation.

Installation depth 37 mm

1043 19 09polar white, matt 5

Surface-mounted housing 3gang

1043 16 06anthracite, matt 5

entry at top, bottom and at each side in the middle 
possible
for vertical mounting
suitable for mounting on flammable base surface

Socket outlets

British Standard socket outlets

2pole + earth

For installation into wall boxes according to BS 4662

Equates to standard BS 1363: Part 2.  

For Asia!

13 A, 250 V~ 
Bolt spacing 60,3 mm;  
Dimensions (L x W) 87 x 87 mm

6391 24 04aluminium/anthracite, 
with enhanced contact 
protection

10

Socket outlet with earth contact, British 
Standard 2pole switchable with cover plate

rocker with switch position indicator
hidden screw fastening via supporting plate in 
flush-mounted box 1gang
with screw terminals

2pole + earth

For installation into wall boxes according to BS 4662

Equates to standard BS 1363: Part 2.  

For Asia!

13 A, 250 V~ 
Bolt spacing 120,6 mm;  
Dimensions (L x W) 87 x 147 mm

6392 24 04aluminium/anthracite, 
with enhanced contact 
protection

10

2gang socket outlet with earth contact, British 
Standard 2pole switchable with cover plate

rockers with switch position indicator
hidden screw fastening via supporting plate in 
flush-mounted box 2gang
with screw terminals
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Centre plates

Plastic, matt lacquered 

 

polar white			   similar to RAL 9010 

anthracite			   similar to RAL 7021 

aluminium			   similar to RAL 9006 

 

Plastic, glossy 

 

polar white			   similar to RAL 9010 

Surfaces 

Frames

Glass, glossy, imprint on backside

 

polar white			   similar to RAL 9010

black			   similar to RAL 9005

aluminium			   similar to RAL 9006

Covers/centre inserts

Plastic, matt 

 

polar white			   similar to RAL 9010 

anthracite			   similar to RAL 7021 

aluminium, lacquered	 similar to RAL 9006 

 

Plastic, glossy 

 

polar white			   similar to RAL 9010 
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Berker B.7 GLAS� Surface range

Flush-mounted system

 

The classic form of the B. series, combined with the elegant glass of  

Berker B.7 Glas, imbues your living spaces with a very special appeal, with a  

clean design that fits perfectly into the most diverse interior styles.  

Take a clear view. 

	  

	 ■ Appealing design with high-quality glass frame 

	 ■ Timeless classic form

	 ■ �Glass is a matterial that creates an exclusive look  

in interior design 

	

Berker B.3 Rockers and centre iserts	 116-155	
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				           unit

		  Order no.   	 Packing 
				           unit
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BERKER B.7 GLAS

Frames

for vertical and horizontal mounting

Not suitable for surface-mounted housing.

1011 69 09polar white, 1gang 10

on page  T65

Glass frame

1012 69 09polar white, 2gang 5
1013 69 09polar white, 3gang 5
1014 69 09polar white, 4gang 1
1015 69 09polar white, 5gang 1

toughened glass

for vertical and horizontal mounting

Not suitable for surface-mounted housing.

1011 66 06#polar white/anthracite, 
1gang

10

on page  T66

Glass frame

1012 66 06#polar white/anthracite, 
2gang

5

1013 66 06#polar white/anthracite, 
3gang

5

1014 66 06#polar white/anthracite, 
4gang

1

1015 66 06#polar white/anthracite, 
5gang

1

toughened glass

for vertical and horizontal mounting

Not suitable for surface-mounted housing.

1011 64 04#polar white/aluminium, 
1gang

10

on page  T66

Glass frame

1012 64 04#polar white/aluminium, 
2gang

5

1013 64 04#polar white/aluminium, 
3gang

5

1014 64 04#polar white/aluminium, 
4gang

1

1015 64 04#polar white/aluminium, 
5gang

1

toughened glass

for vertical and horizontal mounting

Not suitable for surface-mounted housing.

1011 66 16black, 1gang 10*

on page  T65

Glass frameNEW

1012 66 16black, 2gang 5*
1013 66 16black, 3gang 5*
1014 66 16black, 4gang 1*
1015 66 16black, 5gang 1*

toughened glass

for vertical and horizontal mounting

Not suitable for surface-mounted housing.

1011 64 14aluminium, 1gang 10*

on page  T65

Glass frameNEW

1012 64 14aluminium, 2gang 5*
1013 64 14aluminium, 3gang 5*
1014 64 14aluminium, 4gang 1*
1015 64 14aluminium, 5gang 1*

toughened glass

Glass frame with large cut-out

for vertical mounting

For push-button 4gang comfort order no. 7516 43 80, 
7516 47 80 
For light scene push-button 8gang  
order no. 7516 88 80 
For push-button 3gang with RTR  
order no. 7566 37 80 
For push-button 5gang with RTR order no. 7566 57 
80

Not suitable for surface-mounted housing.

1309 69 09polar white 2

on page  T65

Glass frame with large cut-out

toughened glass

for vertical mounting

For push-button 4gang order no. 7516 43 85 
For push-button 4gang comfort order no. 7516 47 85 
For light scene push-button 8gang  
order no. 7516 88 85 
For push-button 3gang with RTR  
order no. 7566 37 85 
For push-button 5gang with RTR  
order no. 7566 57 85

Not suitable for surface-mounted housing.

1309 66 16black 2*

on page  T65

Glass frame with large cut-outNEW

toughened glass

for vertical mounting

For push-button 4gang order no. 7516 43 85 
For push-button 4gang comfort order no. 7516 47 85 
For light scene push-button 8gang  
order no. 7516 88 85 
For push-button 3gang with RTR  
order no. 7566 37 85 
For push-button 5gang with RTR  
order no. 7566 57 85

Not suitable for surface-mounted housing.

1309 64 14aluminium 2*

on page  T65

Glass frame with large cut-outNEW

toughened glass



		  Order no.   	 Packing 
				           unit

		  Order no.   	 Packing 
				           unit

115"#" Articles marked with this sign will phase out . "*" New

BERKER B.7 GLAS

Frame with large cut-out

for vertical mounting

For push-button 4gang order no. 7516 43 85 
For push-button 4gang comfort order no. 7516 47 85 
For light scene push-button 8gang  
order no. 7516 88 85 
For push-button 3gang with RTR  
order no. 7566 37 85 
For push-button 5gang with RTR  
order no. 7566 57 85

Not suitable for surface-mounted housing.

1309 66 06#polar white/anthracite 2

on page  T66

Glass frame with large cut-out

toughened glass

for vertical mounting

For push-button 4gang order no. 7516 43 85 
For push-button 4gang comfort order no. 7516 47 85 
For light scene push-button 8gang  
order no. 7516 88 85 
For push-button 3gang with RTR  
order no. 7566 37 85 
For push-button 5gang with RTR  
order no. 7566 57 85

Not suitable for surface-mounted housing.

1309 64 04#polar white/aluminium 2

on page  T66

Glass frame with large cut-out

toughened glass




