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Welcome to coviva !

The unique ID on the rear of your 
coviva controller connects you directly 

to your coviva 

Login

Test without login

coviva ID

i

my devices

my groups

my covigrams

my favorites

returnleerzeichnen.?123

Connect

Controller covivaBack
Please connect to your coviva 

controller by scanning controller’s 
QR-code or typing in your coviva 

ID.Make sure that you have access to 
the local n...the coviva controller 

0024C6F21834

Save

Save later

 Add user

Repeat email

EmailEmail

Please add the email address of the 
principle user. Use Berker portal 

account email address

returnleerzeichnen.?123

Connect

Controller coviva
Please connect to your coviva 

controller by scanning controller’s 
QR-code or typing in your coviva 

ID.Make sure that you have access to 
the local n...the coviva controller 

coviva IDcoviva ID
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Login

email@berker.com

myBerker

E-Mail (User name) 

Password

email@berker.com

returnspace.?123

ONLINE

RESET OK

WLAN

POWER

i

coviva

Devices

Groups

Covigrams

Favorites

Logout and Handover

My account

All users

Network

IP adress

The IP adress will show here, as soon 
as you connect your coviva controller 
via LAN to a router (DHCP)

The status LED of your coviva 
controller will turn on when a 
compliant wifi extension is installed.

App version {{version}}
Copyright Hager Group 2015

All rights reserved

Settings

coviva-0024C6F21834

Installer 

Wifi

192.168. 0.5 Name

Activate the Hotspot mode if want 
your coviva controller to open up its 
own Wifi network.

Hotspot mode

coviva-0024C6F21834

Settings      Wifi settings Settings      Wifi settings

Activate the Hotspot mode if want 
your coviva controller to open up its 
own Wifi network.

FRITZ-Box 

Hotspot mode

CHOOSE NETWORK…
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Please enter the password of the 
Wifi network
Cancel      Client mode...         

      
Save

Password

space return.?123

Hotspot mode

CHOOSE NETWORK...

Settings     Wifi settings

Activate the Hotspot mode if want 
your coviva controller to open up its 
own Wifi network.

FRITZ-Box 

Wifi

Wifi settings 
succesfully changed

OK

Network

The IP adress will show here, as soon 
as you connect your coviva controller 
via LAN to a router (DHCP)

My account Installer

All users

The status LED of your coviva 
controller will turn on when a 
compliant wifi extension is installed.

Settings

IP adress 192.168.178.23

Wifi coviva-0024C6F21834

App version {{version}}
Copyright Hager Group 2015

All rights reserved

my devices

my groups

my covigrams

my favorites

E

F

0024C6F21834

GC03/16

Scann



Berker GmbH & Co. KG - Klagebach 38 - 58579 Schalksmühle/Germany - Telefon: + 49 (0) 23 55/90 5-0 -  
Telefax: + 49 (0) 23 55/905-3111 - www.berker.com 07/2018 - 6LE005094C 

Safety instructions
Electrical equipment may only be installed and 
assembled by a qualified electrician in accordance 
with the relevant installation standards, guidelines, 
regulations, directives, safety and accident 
prevention regulations of the country.

Design and layout of the device
(1) RGB LED display
(2) USB connection socket
(3) RJ45 connection socket (LAN)
(4) Connection power supply
(5) QR code with coviva ID
(6) Operation LED POWER
(7) WLAN display - only active with optional 

WLAN stick (see Accessories)
(8) Status display ONLINE
(9) Acknowledge button OK
(10) Button RESET
Scope of delivery

 - coviva 
 - Protective cover (11)
 - Adapter plate for wall mounting (12)
 - Power supply 230 V~ / 5 V  (13)
 - RJ45-con Cat 5e (14)

Preparations
The configuration and operation of the building 
control with a coviva is executed via an app. 

 � You may download and install the coviva 
mobile app free of charge in the App store (for 
Apple devices) and under Google Play (for 
Android devices).

 � For login to the app use your access data of 
your myBerker account (Figure E). If not done 
already, register on berker.com.
 Detailed information are available on our 
homepage under berker.com/coviva.

Technical data
coviva 9000 00 00
Operating voltage 5 V
Power consumption < 3 W
Transmission frequency /Emission power (duty 
cycle)
 - 868 ... 870 MHz 25 mW (0,1 %)
 - 433 ... 434 MHz 10 mW (10 %)

Receiver category  2
Radio transmission range (free field)  > 300 m
Network connection:
 - Ethernet LAN min. Cat. 5e, shielded
 - WLAN (optional, TKH180) 802.11 b/g/n

USB port per 5 V , max. 250 mA
 Only for connection of Hager devices. Do not 
use for charging!

Degree of protection IP30 / IK04
Operating temperature 0 ... 40°C
Storage temperature: -25°C...70 °C
Installation altitude ≤ 2000 m
Dimensions 178,5 x 156 x 48,4 mm

Power supply 9096 00 02
Operating voltage 230 V~
Frequency 50/60 Hz
Output  5 V , max. 3 A

Accessories
WLAN stick 9096 00 01
Power supply (replacement) 9096 00 02

Sicherheitshinweise e
Einbau und Montage elektrischer Geräte dür-
fen nur durch eine Elektrofachkraft gemäß den 
einschlägigen Installationsnormen, Richtlinien, 
Bestimmungen, Sicherheits- und Unfallverhütungs-
vorschriften des Landes erfolgen.

Geräteaufbau
(1) RGB LED Anzeige
(2) USB Anschlussbuchse
(3) RJ45 Anschlussbuchse (LAN)
(4) Anschluss Spannungsversorgung
(5) QR-Code mit coviva ID
(6) Betriebs-LED POWER
(7) WLAN Anzeige - nur aktiv mit optionalem 

WLAN-Stick (s. Zubehör)
(8) ONLINE Statusanzeige
(9) Quittier-Taste OK
(10) Rückstell-Taste RESET
Lieferumfang

 - coviva
 - Schutzabdeckung (11)
 - Adapterplatte für Wandmontage (12)
 - Netzteil 230 V~ / 5 V  (13)
 - RJ45-Verbindungskabel Cat 5e (14)

Vorbereitungen
Die Konfiguration und Bedienung der Gebäu-
desteuerung mit der coviva wird über eine App 
ausgeführt. 

 � Die coviva mobile-App für Apple-Geräte im App 
Store, für Android-Geräte unter Google Play 
kostenlos herunterladen und installieren.

 � Für den Login in der App sind die Zugangs-
daten des myBerker Kontos zu verwenden (Bild 
E). Falls noch nicht erfolgt, unter berker.com 
registrieren.
 Ausführliche Informationen zur Installation und 
Konfiguration sind auf unserer Homepage unter 
berker.com/coviva verfügbar.

Technische Daten
coviva 9000 00 00
Betriebsspannung 5 V
Leistungsaufnahme < 3 W
Sendefrequenzen/-leistung (duty cycle)
 - 868 ... 870 MHz  25 mW (0,1 %)
 - 433 ... 434 MHz  10 mW (10 %)

Empfänger-Kategorie  2
Transmitter Sendereichweite (Freifeld) > 300 m
Netzwerkanschluss:
 - Ethernet LAN min. Cat. 5e, geschirmt
 - WLAN (optional, TKH180) 802.11 b/g/n

USB-Port je 5 V , max. 250 mA
 Nur zum Anschluss von Hager Geräten, nicht 
zum Laden geeignet!

Schutzart IP30 / IK04
Betriebstemperatur 0 ... 40 °C
Lagertemperartur -25°C...70 °C
Installationshöhe ≤ 2000 m
Abmessungen 178,5 x 156 x 48,4 mm

Netzteil 9096 00 02
Betriebsspannung 230 V~
Frequenz 50 Hz
Ausgangsspannung 5 V , max. 3 A

Zubehör
WLAN-Stick 9096 00 01
Netzteil (Ersatzbedarf) 9096 00 02

z End of life treatment of electrical/
electronic equipment and batteries in 
the European Union countries.
The crossed-out ‘wheeled bin symbol’ 

marked on the equipment or its packaging, indica-
tes that this product is not to be disposed of with 
unsorted municipal / household waste. Please 
check with your local authority or retailer for recy-
cling and collection advice. This will enable you to 
contribute to the disposal, treatment and recycling 
in an environmentally sound way and help prevent 
potential negative effects on the environment and 
human health.

Warranty 2 years
Useble all in Europe  and in Switzerland.

Hereby, Berker declares that this coviva is in compli-
ance with the essential requirements and other relevant 
provisions of directive 2014/53/UE.

The CE declaration can be consulted on the site:  
berker.com.




